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WHITE STREET STREETSCAPE

IMPROVEMENTS

FROM ELM AVENUE TO SPRING AVENUE

PHASES II & III

STREETSCAPE IMPROVEMENTS
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AS SHOWNBosque ElmUlmus parvifolia 'UPMTF'UP B&B

ORNAMENTAL
TREES

TYPE KEY BOTANICAL NAME COMMON NAME
CALIPER HEIGHT SPREAD ROOT SPACING

SPECIFICATION
NOTES

DECIDUIOUS
TREES

4" 14-18'

 MASTER PLANT LIST

AS SHOWNNatchez (White Flowering) Crape MyrtleLagerstroemia x 'Natchez'LI 12-14'

SHRUBS

36'' O.C.Carissa HollyIlex cornuta 'Carissa'IC 15" MIN

BIORETENTION
PLANTINGS

36" O.C.Dwarf Burford HollyIlex cornuda 'Bufordii Nana'ICB 18" MIN

Matching Specimens

GENERAL STREETSCAPE NOTES:
1) CONTRACTOR TO PROVIDE POSITIVE DRAINAGE AWAY FROM ALL BUILDINGS.

2) ALL EXISTING THRESHOLDS AT BUILDING ENTRIES TO BE RETAINED.  IF THRESHOLD IS
TIED INTO CONCRETE SIDEWALK, SAWCUT CONCRETE AT BUILDING FACE AND ALIGN
PAVERS TO THRESHOLD.  ALL BUILDING FACES WITH ABUTTING CONCRETE OR PAVER
SIDEWALK TO HAVE A CONTINUOUS CAULK JOINT.

3) ALL EXISTING WAKE FOREST WAYFINDING SIGNS TO BE REMOVED AND RESET
ACCORDING TO SIGNING PLANS AND DETAILS

4) CONTRACTOR TO USE EXISTING STOCKPILED PHASE I PAVERS FOR PROJECT.
COORDINATE WITH TOWN ON LOCATION AND AMOUNT OF EXISTING PAVERS.  PROJECT
LANDSCAPE ARCHITECT TO APPROVE CONDITION OF EXISTING PHASE I PAVERS PRIOR
TO USE FOR THIS PROJECT.

5) CONTRACTOR TO NOTIFY TOWN AND/OR ENGINEER OF ANY UNEXPECTED CONDITIONS
OR CONFLICTS THAT REQUIRE MODIFICATION TO THE STREETSCAPE DESIGN.

LANDSCAPE NOTES:
1) NO PLANT SUBSITUTIONS ARE PERMITTED WITHOUT APPROVAL OF THE TOWN AND
PROJECT LANDSCAPE ARCHITECT.

2) ALL PLANT MATERIAL SHALL BE STAKED IN THE FIELD AND APPROVED BY THE
OWNER'S REPRESENTATIVE PRIOR TO INSTALLATION.

3) ALL PLANTINGS SHALL BE INSTALLED WTH THE SPECIFIED LAYER OF MULCH AND
COMPOST.  REFERENCE PROJECT DETAILS AND SPECIAL PROVISIONS FOR TYPE AND
DEPTH.

4) ALL PROPOSED PLANT MATERIALS SHALL COMPLY WITH THE SIZING AND CURRENT
EDITION OF ANSI Z60.1 - 'AMERICAN STANDARD FOR NURSERY STOCK'.

5) REFER TO SHEET LD-12 FOR LANDSCAPE DETAILS.

CONT

CONT

B&B

AS SHOWNShumard OakQuercus shumardiiQS B&B3.5" 14-16'

Matching Specimens

24" O.C.Soft Touch HollyIlex crenata 'Soft Touch'ICS 12" MIN CONT

24" O.C.Pink Muhly GrassMuhlenbergia capillarisMH 18" MIN #1

16" O.C.Palace Purple AlumrootHeuchera 'Palace Purple'HP 12" MIN CONT

16" O.C.English LavendarLavandula angustifoliaLA 12" MIN CONT

AS SHOWNRosemaryRosemarinus officinalisRO 15" MIN CONT

16" O.C.Garden SageSalvia officinalisSO 12" MIN CONT

Dwarf Youpon HollyIlex vomitoriaIV 18" MIN #3

Variegated Sweet FlagAcorus calamus variegataAC QUART

Blazing StarLiatris spicataLS QUART

GRASSES,
PERENNIALS, AND

HERBS

3 Stem Min.

AS SHOWN

12" O.C.

18" O.C.
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AS SHOWNBosque ElmUlmus parvifolia 'UPMTF'UP B&B

ORNAMENTAL
TREES

TYPE KEY BOTANICAL NAME COMMON NAME
CALIPER HEIGHT SPREAD ROOT SPACING

SPECIFICATION
NOTES

DECIDUIOUS
TREES

4" 14-18'

 MASTER PLANT LIST

AS SHOWNNatchez (White Flowering) Crape MyrtleLagerstroemia x 'Natchez'LI 12-14'

SHRUBS

36'' O.C.Carissa HollyIlex cornuta 'Carissa'IC 15" MIN

BIORETENTION
PLANTINGS

36" O.C.Dwarf Burford HollyIlex cornuda 'Bufordii Nana'ICB 18" MIN

Matching Specimens

GENERAL STREETSCAPE NOTES:
1) CONTRACTOR TO PROVIDE POSITIVE DRAINAGE AWAY FROM ALL BUILDINGS.

2) ALL EXISTING THRESHOLDS AT BUILDING ENTRIES TO BE RETAINED.  IF THRESHOLD IS
TIED INTO CONCRETE SIDEWALK, SAWCUT CONCRETE AT BUILDING FACE AND ALIGN
PAVERS TO THRESHOLD.  ALL BUILDING FACES WITH ABUTTING CONCRETE OR PAVER
SIDEWALK TO HAVE A CONTINUOUS CAULK JOINT.

3) ALL EXISTING WAKE FOREST WAYFINDING SIGNS TO BE REMOVED AND RESET
ACCORDING TO SIGNING PLANS AND DETAILS

4) CONTRACTOR TO USE EXISTING STOCKPILED PHASE I PAVERS FOR PROJECT.
COORDINATE WITH TOWN ON LOCATION AND AMOUNT OF EXISTING PAVERS.  PROJECT
LANDSCAPE ARCHITECT TO APPROVE CONDITION OF EXISTING PHASE I PAVERS PRIOR
TO USE FOR THIS PROJECT.

5) CONTRACTOR TO NOTIFY TOWN AND/OR ENGINEER OF ANY UNEXPECTED CONDITIONS
OR CONFLICTS THAT REQUIRE MODIFICATION TO THE STREETSCAPE DESIGN.

LANDSCAPE NOTES:
1) NO PLANT SUBSITUTIONS ARE PERMITTED WITHOUT APPROVAL OF THE TOWN AND
PROJECT LANDSCAPE ARCHITECT.

2) ALL PLANT MATERIAL SHALL BE STAKED IN THE FIELD AND APPROVED BY THE
OWNER'S REPRESENTATIVE PRIOR TO INSTALLATION.

3) ALL PLANTINGS SHALL BE INSTALLED WTH THE SPECIFIED LAYER OF MULCH AND
COMPOST.  REFERENCE PROJECT DETAILS AND SPECIAL PROVISIONS FOR TYPE AND
DEPTH.

4) ALL PROPOSED PLANT MATERIALS SHALL COMPLY WITH THE SIZING AND CURRENT
EDITION OF ANSI Z60.1 - 'AMERICAN STANDARD FOR NURSERY STOCK'.

5) REFER TO SHEET LD-12 FOR LANDSCAPE DETAILS.
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AS SHOWNShumard OakQuercus shumardiiQS B&B3.5" 14-16'

Matching Specimens

24" O.C.Soft Touch HollyIlex crenata 'Soft Touch'ICS 12" MIN CONT

24" O.C.Pink Muhly GrassMuhlenbergia capillarisMH 18" MIN #1

16" O.C.Palace Purple AlumrootHeuchera 'Palace Purple'HP 12" MIN CONT

16" O.C.English LavendarLavandula angustifoliaLA 12" MIN CONT

AS SHOWNRosemaryRosemarinus officinalisRO 15" MIN CONT

16" O.C.Garden SageSalvia officinalisSO 12" MIN CONT

Dwarf Youpon HollyIlex vomitoriaIV 18" MIN #3

Variegated Sweet FlagAcorus calamus variegataAC QUART

Blazing StarLiatris spicataLS QUART

GRASSES,
PERENNIALS, AND

HERBS

3 Stem Min.
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AS SHOWNBosque ElmUlmus parvifolia 'UPMTF'UP B&B

ORNAMENTAL
TREES

TYPE KEY BOTANICAL NAME COMMON NAME
CALIPER HEIGHT SPREAD ROOT SPACING

SPECIFICATION
NOTES

DECIDUIOUS
TREES

4" 14-18'

 MASTER PLANT LIST

AS SHOWNNatchez (White Flowering) Crape MyrtleLagerstroemia x 'Natchez'LI 12-14'

SHRUBS

36'' O.C.Carissa HollyIlex cornuta 'Carissa'IC 15" MIN

BIORETENTION
PLANTINGS

36" O.C.Dwarf Burford HollyIlex cornuda 'Bufordii Nana'ICB 18" MIN

Matching Specimens

GENERAL STREETSCAPE NOTES:
1) CONTRACTOR TO PROVIDE POSITIVE DRAINAGE AWAY FROM ALL BUILDINGS.

2) ALL EXISTING THRESHOLDS AT BUILDING ENTRIES TO BE RETAINED.  IF THRESHOLD IS
TIED INTO CONCRETE SIDEWALK, SAWCUT CONCRETE AT BUILDING FACE AND ALIGN
PAVERS TO THRESHOLD.  ALL BUILDING FACES WITH ABUTTING CONCRETE OR PAVER
SIDEWALK TO HAVE A CONTINUOUS CAULK JOINT.

3) ALL EXISTING WAKE FOREST WAYFINDING SIGNS TO BE REMOVED AND RESET
ACCORDING TO SIGNING PLANS AND DETAILS

4) CONTRACTOR TO USE EXISTING STOCKPILED PHASE I PAVERS FOR PROJECT.
COORDINATE WITH TOWN ON LOCATION AND AMOUNT OF EXISTING PAVERS.  PROJECT
LANDSCAPE ARCHITECT TO APPROVE CONDITION OF EXISTING PHASE I PAVERS PRIOR
TO USE FOR THIS PROJECT.

5) CONTRACTOR TO NOTIFY TOWN AND/OR ENGINEER OF ANY UNEXPECTED CONDITIONS
OR CONFLICTS THAT REQUIRE MODIFICATION TO THE STREETSCAPE DESIGN.

LANDSCAPE NOTES:
1) NO PLANT SUBSITUTIONS ARE PERMITTED WITHOUT APPROVAL OF THE TOWN AND
PROJECT LANDSCAPE ARCHITECT.

2) ALL PLANT MATERIAL SHALL BE STAKED IN THE FIELD AND APPROVED BY THE
OWNER'S REPRESENTATIVE PRIOR TO INSTALLATION.

3) ALL PLANTINGS SHALL BE INSTALLED WTH THE SPECIFIED LAYER OF MULCH AND
COMPOST.  REFERENCE PROJECT DETAILS AND SPECIAL PROVISIONS FOR TYPE AND
DEPTH.

4) ALL PROPOSED PLANT MATERIALS SHALL COMPLY WITH THE SIZING AND CURRENT
EDITION OF ANSI Z60.1 - 'AMERICAN STANDARD FOR NURSERY STOCK'.

5) REFER TO SHEET LD-12 FOR LANDSCAPE DETAILS.
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AS SHOWNShumard OakQuercus shumardiiQS B&B3.5" 14-16'

Matching Specimens

24" O.C.Soft Touch HollyIlex crenata 'Soft Touch'ICS 12" MIN CONT

24" O.C.Pink Muhly GrassMuhlenbergia capillarisMH 18" MIN #1

16" O.C.Palace Purple AlumrootHeuchera 'Palace Purple'HP 12" MIN CONT

16" O.C.English LavendarLavandula angustifoliaLA 12" MIN CONT

AS SHOWNRosemaryRosemarinus officinalisRO 15" MIN CONT

16" O.C.Garden SageSalvia officinalisSO 12" MIN CONT

Dwarf Youpon HollyIlex vomitoriaIV 18" MIN #3

Variegated Sweet FlagAcorus calamus variegataAC QUART

Blazing StarLiatris spicataLS QUART

GRASSES,
PERENNIALS, AND

HERBS

3 Stem Min.
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AS SHOWNBosque ElmUlmus parvifolia 'UPMTF'UP B&B

ORNAMENTAL
TREES

TYPE KEY BOTANICAL NAME COMMON NAME
CALIPER HEIGHT SPREAD ROOT SPACING

SPECIFICATION
NOTES

DECIDUIOUS
TREES

4" 14-18'

 MASTER PLANT LIST

AS SHOWNNatchez (White Flowering) Crape MyrtleLagerstroemia x 'Natchez'LI 12-14'

SHRUBS

36'' O.C.Carissa HollyIlex cornuta 'Carissa'IC 15" MIN

BIORETENTION
PLANTINGS

36" O.C.Dwarf Burford HollyIlex cornuda 'Bufordii Nana'ICB 18" MIN

Matching Specimens

GENERAL STREETSCAPE NOTES:
1) CONTRACTOR TO PROVIDE POSITIVE DRAINAGE AWAY FROM ALL BUILDINGS.

2) ALL EXISTING THRESHOLDS AT BUILDING ENTRIES TO BE RETAINED.  IF THRESHOLD IS
TIED INTO CONCRETE SIDEWALK, SAWCUT CONCRETE AT BUILDING FACE AND ALIGN
PAVERS TO THRESHOLD.  ALL BUILDING FACES WITH ABUTTING CONCRETE OR PAVER
SIDEWALK TO HAVE A CONTINUOUS CAULK JOINT.

3) ALL EXISTING WAKE FOREST WAYFINDING SIGNS TO BE REMOVED AND RESET
ACCORDING TO SIGNING PLANS AND DETAILS

4) CONTRACTOR TO USE EXISTING STOCKPILED PHASE I PAVERS FOR PROJECT.
COORDINATE WITH TOWN ON LOCATION AND AMOUNT OF EXISTING PAVERS.  PROJECT
LANDSCAPE ARCHITECT TO APPROVE CONDITION OF EXISTING PHASE I PAVERS PRIOR
TO USE FOR THIS PROJECT.

5) CONTRACTOR TO NOTIFY TOWN AND/OR ENGINEER OF ANY UNEXPECTED CONDITIONS
OR CONFLICTS THAT REQUIRE MODIFICATION TO THE STREETSCAPE DESIGN.

LANDSCAPE NOTES:
1) NO PLANT SUBSITUTIONS ARE PERMITTED WITHOUT APPROVAL OF THE TOWN AND
PROJECT LANDSCAPE ARCHITECT.

2) ALL PLANT MATERIAL SHALL BE STAKED IN THE FIELD AND APPROVED BY THE
OWNER'S REPRESENTATIVE PRIOR TO INSTALLATION.

3) ALL PLANTINGS SHALL BE INSTALLED WTH THE SPECIFIED LAYER OF MULCH AND
COMPOST.  REFERENCE PROJECT DETAILS AND SPECIAL PROVISIONS FOR TYPE AND
DEPTH.

4) ALL PROPOSED PLANT MATERIALS SHALL COMPLY WITH THE SIZING AND CURRENT
EDITION OF ANSI Z60.1 - 'AMERICAN STANDARD FOR NURSERY STOCK'.

5) REFER TO SHEET LD-12 FOR LANDSCAPE DETAILS.
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24" O.C.Soft Touch HollyIlex crenata 'Soft Touch'ICS 12" MIN CONT

24" O.C.Pink Muhly GrassMuhlenbergia capillarisMH 18" MIN #1

16" O.C.Palace Purple AlumrootHeuchera 'Palace Purple'HP 12" MIN CONT

16" O.C.English LavendarLavandula angustifoliaLA 12" MIN CONT

AS SHOWNRosemaryRosemarinus officinalisRO 15" MIN CONT

16" O.C.Garden SageSalvia officinalisSO 12" MIN CONT

Dwarf Youpon HollyIlex vomitoriaIV 18" MIN #3

Variegated Sweet FlagAcorus calamus variegataAC QUART

Blazing StarLiatris spicataLS QUART
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PERENNIALS, AND
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3 Stem Min.
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AS SHOWNBosque ElmUlmus parvifolia 'UPMTF'UP B&B

ORNAMENTAL
TREES

TYPE KEY BOTANICAL NAME COMMON NAME
CALIPER HEIGHT SPREAD ROOT SPACING

SPECIFICATION
NOTES

DECIDUIOUS
TREES

4" 14-18'

 MASTER PLANT LIST

AS SHOWNNatchez (White Flowering) Crape MyrtleLagerstroemia x 'Natchez'LI 12-14'

SHRUBS

36'' O.C.Carissa HollyIlex cornuta 'Carissa'IC 15" MIN

BIORETENTION
PLANTINGS

36" O.C.Dwarf Burford HollyIlex cornuda 'Bufordii Nana'ICB 18" MIN

Matching Specimens

GENERAL STREETSCAPE NOTES:
1) CONTRACTOR TO PROVIDE POSITIVE DRAINAGE AWAY FROM ALL BUILDINGS.

2) ALL EXISTING THRESHOLDS AT BUILDING ENTRIES TO BE RETAINED.  IF THRESHOLD IS
TIED INTO CONCRETE SIDEWALK, SAWCUT CONCRETE AT BUILDING FACE AND ALIGN
PAVERS TO THRESHOLD.  ALL BUILDING FACES WITH ABUTTING CONCRETE OR PAVER
SIDEWALK TO HAVE A CONTINUOUS CAULK JOINT.

3) ALL EXISTING WAKE FOREST WAYFINDING SIGNS TO BE REMOVED AND RESET
ACCORDING TO SIGNING PLANS AND DETAILS

4) CONTRACTOR TO USE EXISTING STOCKPILED PHASE I PAVERS FOR PROJECT.
COORDINATE WITH TOWN ON LOCATION AND AMOUNT OF EXISTING PAVERS.  PROJECT
LANDSCAPE ARCHITECT TO APPROVE CONDITION OF EXISTING PHASE I PAVERS PRIOR
TO USE FOR THIS PROJECT.

5) CONTRACTOR TO NOTIFY TOWN AND/OR ENGINEER OF ANY UNEXPECTED CONDITIONS
OR CONFLICTS THAT REQUIRE MODIFICATION TO THE STREETSCAPE DESIGN.

LANDSCAPE NOTES:
1) NO PLANT SUBSITUTIONS ARE PERMITTED WITHOUT APPROVAL OF THE TOWN AND
PROJECT LANDSCAPE ARCHITECT.

2) ALL PLANT MATERIAL SHALL BE STAKED IN THE FIELD AND APPROVED BY THE
OWNER'S REPRESENTATIVE PRIOR TO INSTALLATION.

3) ALL PLANTINGS SHALL BE INSTALLED WTH THE SPECIFIED LAYER OF MULCH AND
COMPOST.  REFERENCE PROJECT DETAILS AND SPECIAL PROVISIONS FOR TYPE AND
DEPTH.

4) ALL PROPOSED PLANT MATERIALS SHALL COMPLY WITH THE SIZING AND CURRENT
EDITION OF ANSI Z60.1 - 'AMERICAN STANDARD FOR NURSERY STOCK'.

5) REFER TO SHEET LD-12 FOR LANDSCAPE DETAILS.

CONT

CONT

B&B

AS SHOWNShumard OakQuercus shumardiiQS B&B3.5" 14-16'

Matching Specimens

24" O.C.Soft Touch HollyIlex crenata 'Soft Touch'ICS 12" MIN CONT

24" O.C.Pink Muhly GrassMuhlenbergia capillarisMH 18" MIN #1

16" O.C.Palace Purple AlumrootHeuchera 'Palace Purple'HP 12" MIN CONT

16" O.C.English LavendarLavandula angustifoliaLA 12" MIN CONT

AS SHOWNRosemaryRosemarinus officinalisRO 15" MIN CONT

16" O.C.Garden SageSalvia officinalisSO 12" MIN CONT

Dwarf Youpon HollyIlex vomitoriaIV 18" MIN #3

Variegated Sweet FlagAcorus calamus variegataAC QUART

Blazing StarLiatris spicataLS QUART

GRASSES,
PERENNIALS, AND

HERBS

3 Stem Min.
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BICYCLE RACK MOUNT DETAIL
SCALE: 1" = 1'-0"

A
LD-1 SCALE: 1" = 1'-0"

B
LD-1

2'-6"

4"

BENCH
REF PROJECT SPECIAL PROVISIONS

1/2" HEX HEAD MACHINE BOLT
WITH WASHERS
(PROVIDED BY CONTRACTOR)
USE EXISTING HOLE ON BENCH
BASE FOR MOUNTING

PAVERS

CONCRETE FOOTING - 3000 PSI
POUR TWO SEPARATE FOOTINGS:
ONE AT EACH END OF BENCH
8" WIDE CENTERED ON BENCH LEGS

4" COMPACTED STONE BASE

NOTES:
1.   REFER TO STREETSCAPE PLANS FOR
BENCH LOCATIONS
2.   REFER TO ANY MANUFACTURER SPECIFIC
MOUNTING INSTRUCTIONS

6"

BICYCLE RACK (2 BICYCLE STORAGE)
REF PROJECT SPECIAL PROVISIONS

COMPACTED SUBGRADE

BENCH MOUNTING DETAIL

SCALE: 1" = 1'-0"

F
LD-1

SIGN POLE POST DETAIL

COMPACTED SUBGRADE

2'
-6

"

NOTES:
1.   REFER TO STREETSCAPE PLANS FOR
RACK LOCATIONS
2.   BICYCLE RACK SHALL BE
POWDERCOATED BLACK BY MANUFACTURER

CONCRETE FOOTING- 3000 PSI
REFERENCE MANUFACTURER
INSTRUCTIONS
FOR MOUNTING INFORMATION3'

 R
E

C
O

M
M

EN
D

E
D

 P
O

ST
 H

EI
G

H
T

TRASH RECEPTACLE MOUNT DETAIL
SCALE: 1" = 1'-0"

C
LD-1

2'

4"
6"

TRASH RECEPTACLE
REF PROJECT SPECIAL PROVISIONS

HEX HEAD MACHINED BOLT
WITH WASHERS
(PROVIDED BY CONTRACTOR)
USE EXISTING HOLE ON BASE
OF RECEPTACLE FOR MOUNTING

10"

CONCRETE FOOTING - 3000 PSI
POUR  FOOTING TO MIN DIMENSION OF
24" X 24" CENTERED ON LOCATION
OF RECEPTACLE
REF MANUFACTURER INSTRUCTIONS
MOUNTING INFORMATION

PAVERS

PAVERS

NOTES:
1.   REFER TO STREETSCAPE PLANS FOR
RECEPTACLE LOCATIONS
2.   RECEPTACLE SHALL BE POWDERCOATED BLACK
BY MANUFACTURER

NOTES:
1.   SIGN POLES TO BE POWDER COATED BLACK PRIOR TO
INSTALLATION
2.   CONTRACTOR TO PROVIDE PRODUCT SPECIFICATION
INFORMATION PRIOR TO PURCHASE

PLAN

SECTION

POWDER COATED BLACK
POST CAP

FA
C

E 
O

F 
C

U
R

B

ROADWAY

SIGN PANEL TO
FACE TOWARD
ABUTTING TRAFFIC
LANE AT 45°ANGLE

6"
2'

7'
V

A
R

IE
S

4"

SIGN PANEL

CARRIAGE BOLT WITH
STAINLESS ACORN CAP
NUT. TO BE FINISHED
WITH BLACK TO MATCH
POST

2" O.D. STEEL POST TO BE
POWDER COATED BLACK
PRIOR TO INSTALLATION.

POLE TO BE INSTALLED
PLUMB AND VERTICAL

2' CLEAR

2" STEEL SLEEVE (GALV. 1/4" WALL)
SET TO MATCH FINISH GRADE

WELD STEEL PLATE TO BOTTOM
OF SLEEVE

1' DIA.

ABUT PAVERS TO POST

BICYCLE RACK
VICTOR STANLEY BKR-35 T SERIES
POWDERCOATED BLACK

BENCH - 6' LENGTH
VICTOR STANLEY CLASSIC SERIES C-140
POWDERCOATED BLACK
RECYCLED PLASTIC SLATS - CHERRY

TRASH RECEPTACLE - 36 GAL.
VICTOR STANLEY ES-242 ECONOMY SERIES
POWDERCOATED BLACK

SCALE: 1" = 1'-0"

D
LD-1

LIGHTED BOLLARD DETAIL

ELECTRICAL CONDUIT  (BY OTHERS)
COORDINATE WITH TOWN OF
WAKE FOREST UTILITIES

3'
-6

"

COMPACTED SUBGRADE

PAVERS

1'

1'
-6

"

ACCESS DOOR TO FACE AWAY
FROM STREET

HOT TIP GALVANIZED "L" TYPE
ANCHOR BOLT FOR NON-QUICK
RELEASE BOLLARD

8"

ACRYLIC LENS FLUTED OPENING

CAST ALUMINUM BOLLARD

12" DIAMETER CONCRETE FOOTER TO BE
SET AT BACK OF FLUSH CURB

LIGHTED BOLLARD SPECIFICATION

ADD DOWEL INTO BASE TO PREVENT
SIGN ROTATION

NOTE: SET LIGHT POLE BASE
AT BACK OF FLUSH CURB
AT RAISED INTERSECTION

INSERT GALVANIZED DOWEL INTO
POLE TO PREVENT ROTATION

SCALE: NTS

E
LD-1

ASH URN DETAIL

NOTES:
1.   REFER TO JONES AVENUE ENLARGEMENT PLAN FOR URN LOCATIONS
2.   REFER TO ANY MANUFACTURER SPECIFIC MOUNTING INSTRUCTIONS

POLE MOUNTED BUTLER
ASH URN
COLOR: BLACK

SECTION

PLAN

CAULK JOINT AT BASE OF
BICYCLE RACK

CONTRACTOR TO ENSURE
CONCRETE FOOTER MATCHES
BASE DIAMETER OF BOLLARD
TO HIDE TOP OF FOOTER

6" MIN 6" MIN

LD-1

SITE FURNISHING
DETAILS

WHITE STREET
STREETSCAPE IMPROVEMENTS
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SCALE: 1/2" = 1'-0"

B
LD-2

SECTION THROUGH ADA RAMP
SCALE: 1/2" = 1'-0"

A
LD-2

TYPICAL DOUBLE FLARE ADA RAMP ELEVATION

R
A

M
P

 D
O

W
N

CONTROL
JOINTS

SPACE CONTROL
JOINTS EVENLY
ACROSS DRIVE
MIN 6' SPACING

SCALE: 1/4" = 1'-0"

E
LD-2

TYPICAL CONCRETE DRIVEWAY APRON

EQUAL - VARIESEQUAL - VARIES 6'6'

R4'
R4'

V
A

R
IE

S

V
A

R
IE

S

6'
-6

"

EXPANSION
JOINT

SCORED CONCRETE
3'-4" X 3'-4" SQUARE
IN WALKWAY AREA

6" COMPACTED STONE BASE

REINFORCED BRICK PAVERS
 IN BULB-OUT SEE DETAIL D

HEADER CURB (FLUSH AT RAMP)
(REF ROADWAY PLANS)

6' CURB TRANSITION 4' OR 5' DROP CURB 6' CURB TRANSITION

TOP OF CURB

DETECTABLE WARNING MAT
COLOR: BLACK
REFERENCE SPECIFICATIONS

HATCHED AREA TO BE
COLORED CONCRETE.
COLOR: CHARCOAL (COLOR
TO BE APPROVED
PRIOR TO INSTALLATION)

7" INTEGRATED COLORED
CONCRETE - 3000 PSI
COLOR: CHARCOAL (COLOR TO BE
APPROVED PRIOR TO INSTALLATION)

DETECTABLE WARNING MAT
COLOR: BLACK
REFERENCE SPECIFICATIONS

FLARES OF ADA RAMP TO BE
STANDARD CONCRETE

CONCRETE HEADER
CURB

PAVER SIDEWALK

SCALE: NTS
C

LD-2
TYPICAL CONTROL JOINT

1/
3 

D
E

P
TH

 O
F 

S
LA

B
TOOLED CONTROL JOINT 1/8" (W1/4"R)

TROWELED EDGES
AND MAGNESIUM
TROWEL FINISH

V
A

R
IE

S

S/S DOWEL IN SLEEVE 2'-0" O.C.
IF CONCRETE IS INSTALLED IN
SEPARATE POURS
POURED CONCRETE MIN 6" DEPTH
- 3000 PSI

SCALE: 1/4" = 1'-0"

F
LD-2

TYPICAL CORNER REINFORCED PAVER TREATMENT

CROSSWALK
REF ROADWAY CONSTRUCTION FOR TREATMENT

CONCRETE ADA RAMP (SEE DETAIL A THIS SHEET)

TYPICAL PAVER SIDEWALK
SEE SHEET LD-3

SINGLE SOLDIER COURSE
HANOVER APPIAN PAVER
SIZE: 6" X 9" X 2 1/4"
COLOR: SALMON CHARCOAL BLEND,
CHISELED FINISH

STACKED RUNNING BOND SET AT 45° TO INTERSECTION
HANOVER APPIAN PAVER
SIZE: 6" X 6" X 2 1/4"
COLOR: SALMON CHARCOAL BLEND,
CHISELED FINISH

PAVERS IN SHADED AREA TO BE
SET IN REINFORCED SETTING BED
SEE DETAIL THIS SHEET
(TYPICAL FOR ALL CORNER
TREATMENTS)

TIE PAVER AREA TO
CONCRETE SIDEWALK

SCALE: 1" = 1'

D
LD-2

REINFORCED PAVER SIDEWALK

COMPACTED SUBGRADE

HANOVER APPIAN PAVER
SIZE: 6" X 6" X 2 1/4"

COLOR: SALMON
CHARCOAL BLEND,

CHISELED FINISH

12" COMPACTED STONE
BASE

TRANSITION TO PAVER
SIDEWALK

PAVER SIDEWALK

SCALE: 1" = 1'

CONCRETE DRIVEWAY SECTION

CONCRETE - 3000 PSI

6" X 6" 10/10 WWF

COMPACTED STONE
BASE

COMPACTED
SUBGRADE6"

6"

6" SCORE JOINT
AT BOTH ENDS OF

DRIVEWAY

6" 6"

24
"

24"

G
LD-2

NON-WOVEN GEOTEXTILE
FABRIC

6'

8.25 % SLOPE

SCALE: 1" = 1'

CONCRETE WHEEL STOPH
LD-2

PRECASE CONCRETE WHEEL STOP
6' LENGTH

#5 10" LONG REBAR DRIVEN TO
1/2" BELOW SURFACE OF
WHEEL STOP

DRILL (2) 3/4" DIAMETER HOLES
DO NOT CRACK CONCRETE

VARIES PER
LOCATION

LD-2

ADA RAMP AND
DRIVEWAY DETAILS

WHITE STREET
STREETSCAPE IMPROVEMENTS
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B

SCALE: 1" = 1'-0"

B
LD-3

TYPICAL SIDEWALK DETAIL

LIGHT FIXTURE
COORDINATE INSTALLATION WITH TOWN
OF WAKE FOREST UTILITIES

NON WOVEN GEOTEXTILE FABRIC
BELOW SAND

SCALE: 3/4" = 1'-0"

A
LD-3

TYPICAL SIDEWALK PLAN

ROADWAY SECTION

6"

6"

1" SAND  SETTING BED

6" STONE BASE

VARIES

B
U

IL
D

IN
G

 F
A

C
E 

/ R
IG

H
T 

O
F 

W
A

Y

3'

PARKING STRIPE

22'

4'

6" 6"10'

CL

CL

36
"

V
A

R
IE

S
6"

6"6" X 12" HEADER CURB (REF ROADWAY PLANS)

BUILDING FACE / EDGE OF PAVER SIDEWALKNOTE:
WHERE SIDEWALK ABUTS A LANDSCAPE AREA,
USE PAVER RESTRAINT SYSTEM PER PROJECT
SPECIAL PROVISIONS. SEE DETAIL C

ROOT BALL

GRATE OPENING

LIGHT FIXTURE

SIDEWALK AT BUILDING FACE TO HAVE
WATERPROOFING TO DEPTH OF

EXCAVATION WORK

COMPACTED SUBGRADE
IN LOCATIONS WITHOUT

STRUCTURAL SOILS

10' X 4' TREE GRATE POWDERCOATED BLACK REF
SPECIAL PROJECT PROVISIONS

W
AT

E
R

PR
O

O
FI

N
G

  V
A

R
IE

S

AMENITY AREA PAVER SIDEWALK
 HANOVER PREST PAVER
SIZE: 17 5/8" X 17 5/8" X 2"

COLOR: NATURAL, TUDOR FINISH

* EXISTING PAVERS FROM PHASE I
TO BE USED.  CONTRACTOR TO

COORDINATE WITH TOWN AMOUNT
AND LOCATION OF STOCKPILED

PAVER MATERIALS.

PAVER SIDEWALK
RUNNING BOND

 HANOVER APPIAN PAVER
SIZES: 6" X 9" X 2 1/4"

AND 6" X 6" X 2 1/4"
COLOR: SALMON CHARCOAL BLEND,

CHISELED FINISH

PAVER SIDEWALK
SINGLE SOLDIER COURSE

AT BUILDING FACE
 HANOVER APPIAN PAVER

SIZE: 6" X 9" X 2 1/4"
COLOR: SALMON CHARCOAL BLEND,

CHISELED FINISH

PAVER EDGE RESTRAINT DETAIL
FOR PAVER SIDEWALK ALONG LANDSCAPED AREAS
SCALE: 1" = 1'-0"

C
LD-3

NON-WOVEN GEOTEXTILE FABRIC
BELOW SAND

PAVER EDGE RESTRAINT
ALONG PLANTER BED

REFERENCE SPECIFICATIONS

1" MAX SAND SETTING BED

P
LA

N
TE

R
 A

R
EA

6" COMPACTED STONE BASE

COMPACTED SUBGRADE
IN LOCATIONS WITHOUT

STRUCTURAL SOILS

PAVERS
REFERENCE ROADWAY DETAILS
FOR CONCRETE HEADER CURB DETAIL

2% MAX SLOPE

2%
 M

A
X

 C
R

O
S

S
 S

LO
P

E

4'
-1

11 2" V
E

R
G

E

EXPANSION CAULK JOINT
CONTINUOUS ALONG BUILDING EDGE

CAULK  JOINT
CONTINUOUS AT BUILDING EDGE

CENTER TRUNK IN OPENING

TYPICAL PAVER
SIDEWALK

TYPICAL VERGE
PAVER TREATMENT

CONCRETE BAND

WHITE STREET
STREETSCAPE IMPROVEMENTS
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LD-3

TYPICAL SIDEWALK PLAN
AND DETAILS



SCALE: 1" = 1'-0"

A
LD-4

TYPICAL TREE PIT SECTION

TREE CENTERED AND PLUM IN
TREE PIT.

2" TO 3" PEA GRAVEL LEVEL TO
WITHIN 1" OF TREE GRATE

CONCRETE HEADER CURB
REF ROADWAY PLANS

ROADWAY

CONTRACTOR TO EXCAVATE
TO LINE OF TREE WELL EACH
WAY TO A DEPTH OF 36".
BACKFILL WITH  STRUCTURAL
SOIL PER SPECIAL
PROVISIONS.

REMOVE WIRE CASE
COMPLETELY AND REMOVE
BURLAP FROM UPPER THIRD OF
ROOTBALL.

SCALE: 3" = 1'-0"

B
LD-4

TYPICAL TREE GRATE FRAME @ CONCRETE BAND
SCALE: 3" = 1'-0"

C
LD-4

TYPICAL TREE GRATE FRAME @ CONCRETE CURB

SECURE TO ROADWAY CURB
PER MANUFACTURER
INSTRUCTIONS.

TREE GRATE TO BE FLUSH WITH
TOP OF CURB

CAST IRON FRAME
REF. SPECIAL PROVISIONS.

TWO PIECE 4' X10' CAST IRON TREE
GRATE . REF. SPECIAL PROVISIONS.

SECURE GRATE TO FRAME WITH TAMPER
PROOF SCREWS SUPPLIED WITH TREE
GRATE PER MANUFACTURER DETAILS.

FULL LENGTH OF TOP OF
GRATE TO MEET FLUSH
WITH TOP OF CURB.

 CAST IN PLACE CONCRETE BAND

1
4" CHAMFER

TREE GRATE FRAME. ATTACHED PER
MANUFACTURER INSTRUCTIONS.

#4 CONTINUOUS BAR

ROADWAY

CONCRETE HEADER CURB
REF ROADWAY PLANS

TREE PIT

TREE PIT

4" PERFORATED DRAIN PIP WRAPPED IN
FILTER FABRIC (COORDINATE DEPTH WITH
DRAINAGE PLANS)

GRAVEL

TWO PIECE 4' X 10' CAST IRON TREE
GRATE. REF. SPECIAL PROVISIONS.

 TREE GRATE FRAME AT
CONCRETE BAND.

SEE DETAIL B

TREE GRATE FRAME AT CONCRETE CURB.
SEE DETAIL C.6" CAST IN PLACE

CONCRETE BAND

TREE GRATE FRAME CONNECTION

PAVER SIDEWALK

3'

8'

ROOTBALL

NOTE:
TREES PLANTED IN TREE PITS WITH
GRATES DO NOT REQUIRE STAKING

12
"

6"

LD-4

TREE PLANTING DETAILS
WHITE STREET

STREETSCAPE IMPROVEMENTS
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TYPICAL WALL DETAIL AT ELEVATED SIDEWALK
SCALE: 1" = 1'-0"

A
LD-5

ELEVATED SIDEWALK WALL ELEVATION
SCALE: 1" = 1'-0"

B
LD-5

FINISH GRADE  AT LOWER
SIDEWALK LEVEL

6" X 2'-0" X 2" (NOM) WALLCAP

NOTES:
1) STAGGER JOINTS ON FACING FROM COURSE TO COURSE.
2) COURSES TO RUN LEVEL, EVEN ON SLOPES.
3) PLAN RAILING ANCHOR LOCATIONS TO AVOID CONFLICTS WITH
WALL CAP ANCHOR DOWELS AND WALL CAP JOINTS.

SPEC: HANOVER PREST PAVERS
WALL COPING PROFILE "C"
SIZE: 11 3

4" X 23 1
2" X 2"

IN COLOR TO MATCH SIDEWALK PAVERS
TUDOR FINISH.
MORTAR TO MATCH WALL COPING
BETWEEN SECTIONS

SPEC: HANOVER PREST PAVERS,
SIZE: 5 7

8 " X 23 1
2" X 2"

COLOR: CHARCOAL, TUDOR FINISH
USE MORTAR TO MATCH  CHARCOAL PAVERS
ON FACE OF WALL

WALL FACING
SCALE: 3" = 1'-0"

WALL CAP
SCALE: 3" = 1'-0"

BRICK RETAINING WALL DETAIL AT SUNTRUST PARKING LOTC
LD-5 SCALE: 1" = 1'

BRICK CAP WITH 1/2" OVERHANG

#4 REBAR @ 1'-0" O.C. BOTH WAYS

CORRUGATED WALL TIE 6'' O.C. EVERY
OTHER BLOCK COURSE (TYP.)

# 57 STONE

 4" FOUNDATION DRAIN
TO TIE INTO STORM DRAIN TO DAYLIGHT

AT NORTH END OF WALL

CAST-IN-PLACE CONCRETE FOOTING

 #4 REBAR @ 1'-0" O.C. BOTH WAYS

BRICK VENEER (REFERENCE SPECIFICATIONS) BRICK
RUNNING BOND TO FOOTING ON ALL EXPOSED SIDES

RAILING (SEE DETAIL A LD-8)

PAVER SIDEWALK

2% MAX SLOPE

2% MAX SLOPE

STONE RETAINING WALL DETAIL BETWEEN CHAMBER PARKING LOT AND COTTON COMPANYD
LD-5 SCALE: 1" = 1'

3'-5"

1'

1'-4"
1'-6"

2" CLR
1.5" CLR

2"
 C

LR
3"

 C
LR

1'-0"

MANUFACTURED STONE VENEER SEE NOTE #1

CONCRETE PAVERS. TYPE: HANOVER PREST. BRICK.
SIZE: APPIAN 6" X 9" COLOR: SALMON CHARCOAL

BLEND

#4 REBAR @ 1'-0" O.C. BOTH WAYS

#57 STONE

FILTER FABRIC
4" FOUNDATION DRAIN

TIED TO DRAIN AT EAST END OF PARKING LOT

CAST IN PLACE CONCRETE WALL

#4 REBAR @ 1'-0" O.C. BOTH WAYS

CAST IN PLACE CONCRETE FOOTER

H
E

IG
H

T 
V

A
R

IE
S 

FR
O

M
 4

" T
O

 2
6"

2"

COTTON COMPANY
PARKING LOT

CHAMBER
PARKING LOT

NOTES:
1) CONTRACTOR TO MATCH VENEER TO EXISTING
WALL AT REAR OF CHAMBER PARKING LOT.
2) PROJECT LANDSCAPE ARCHITECT OR TOWN
REPRESENTATIVE TO APPROVE STONE PRIOR TO
INSTALLATION.

6" CONCRETE HEADER CURB (REF. ROADWAY PLANS)

1'

FILTER FABRIC

1'-6" PAVER STRIP

1'-5"

2% MAX SLOPE

2% MAX SLOPE

REPLACE ANY DAMAGED CURB OR
PAVEMEN TEXISTING HEADER CURB

EXISTINGASPHALT
PARKING LOT

H
E

IG
H

T 
V

A
R

IE
S

 F
R

O
M

 2
.5

' T
O

 3
.5

'

3"
 C

LR

2"
 C

LR

2" CLR

1.5" CLR

11"

1'-4"

1'

3'-10"

RAILING (SEE DETAIL A LD-8)

PAVER SIDEWALK SEE (DETAIL B LD-3)

1" X  2'-0"X 2" (NOM) WALLCAP (SEE DETAIL B )

6" X 2'-0" X 2" (NOM WALL FACING, IN STRETCHER
COURSE WITH 3

8" CONCAVE MORTAR JOINTS

#4 RE-BAR @ 1'-0" O.C. BOTH WAYS

FILTER FABRIC.

# 57 STONE

CAST IN PLACE CONCRETE WALL

4" FOUNDATION DRAIN
TO TIE INTO STORM DRAIN

REF DRAINAGE PLANS
2" X 4" KEY

CAST IN PLACE CONCRETE FOOTING

#4 RE-BAR @ 1'-0" O.C. BOTH WAYS

H
E

IG
H

T 
VA

R
IE

S
 F

R
O

M
 1

6"
 T

O
 4

2"

4'-6"

1'

103
4"

83
4"

3"
 C

LR

2"
 C

LR

2" CLR

1.5" CLR

83
4"

1'

1'

1'

1'-6"

2" X 6" KEY

2" X 6" KEY

2% SLOPE
AWAY FROM WALL

EXISTING CONCRETE
WHEEL STOP (REMOVE AND
STORE DURING CONSTRUCTION)

CONCRETE PAVERS (SEE DETAIL B LD-3)

2'-0"

1
2" MORTAR JOINT

4" CONCRETE SLAB
UNDER PAVER STRIP

1" MAX SAND SETTING BED

1'
1'

1/2" OVERHANG

5"

5"

CONCRETE PAVERS (SEE
DETAIL B LD-3)

SPEC: HANOVER PREST PAVERS,
SIZE: 5 7

8 " X 23 1
2" X 2"

COLOR: CHARCOAL, TUDOR FINISH
USE MORTAR TO MATCH  CHARCOAL PAVERS
ON FACE OF WALL

LD-5

WALL DETAILS
WHITE STREET

STREETSCAPE IMPROVEMENTS
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P-300
SINGLE COMPONENT STAIR NOSING
MILL FINISH ALUMINUM

COLOR TO BE:  SAFE-T-GLO SILVER GRAY

SUGGESTED MANUFACTURER
BALCO INC.

SCALE: 6" = 1'-0"

D
LD-6

STAIR NOSING DETAIL

SCALE: 1" = 1'-0"

B
LD-6

STAIR CHEEK WALL SECTION DETAIL

MAGNESIUM TROWEL
FINISH CHAMFERED EDGES

21
2"

V
A

R
IE

S

SCALE: 1" = 1'-0"

A
LD-6

STAIR CHEEK WALL ELEVATION DETAIL

6" X 2'-0" X 2" (NOM) WALL
FACING (SEE DETAIL B LD-5)

CHAMFERED EDGES

TREADS AND RISERS
BEYOND

POURED CONCRETE

LEDGE

SCALE: 1" = 1'-0"
C

LD-6
TYPICAL STAIR DETAIL

1'-0" S/S DOWEL
WITH SLEEVE AT

CHEEKWALL

ALIGN STAIR GRADE WITH
PAVER SIDEWALK

STAIR NOSING PIECE TO BE
SET IN PLACE PER
MANUFACTURER WHEN
STAIRS ARE CAST

CAST IN PLACE CONCRETE
WALL AND FOOTING

FINISHED GRADE

LEDGE

FINISHED GRADE

SEE DETAIL B THIS SHEET
FOR FOOTING

EDGE OF CHEEKWALL
1'-4"

2% SLOPE

1'-4"

7 
1/

2"
 M

A
X

1.
5"

 C
LR

 (T
Y

P)

3"
 M

IN

3"
 C

LR

2" CLR

2" CLR

1' MAX TREAD

1'-2"

1'-2"

#4 RE-BAR @
1'-0" O.C. (TYP)

(2) #4 RE-BAR

1.5" MAX

3"
 C

LR

6" MIN COMPACTED
AGGREGATE 95%

PROCTOR

6" MIN COMPACTED AGGREGATE
95% PROCTOR

2'
-0

" M
IN

2'
-0

" M
IN

#4 RE-BAR LOOPS
@ 1'-0" O.C.

6"

ALIGN STAIR GRADE
WITH PAVER

SIDEWALK

1'-0" S/S DOWEL WITH
SLEEVE AT CHEEKWALL

#4 RE-BAR @ 1'-0" O.C.BOTH WAYS

STAIR NOSING (TYP) SEE
DETAIL  D

#4 REBAR

#4 RE-BAR
@ 1'-0" O.C.

BOTH WAYS

HANDRAIL (SEE DETAIL B
LD-8)

111
4"

1'-111
2" WALL DIMENSIONS AND

CONSTRUCTION TO MATCH
DETAIL A SHEET LD-5

1'

LD-6

STAIR DETAILS
WHITE STREET

STREETSCAPE IMPROVEMENTS
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WHITE STREET
STREETSCAPE IMPROVEMENTS
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LD-10

JONES INTERSECTION

JONES PLAZA PLAN
SCALE: 1" = 10'-0"

D
LD-10

PLAN ENLARGEMENT

JONES PLAZA PLANTING PLAN
SCALE: 1" = 10'-0"

E
LD-10



WHITE STREET
STREETSCAPE IMPROVEMENTS
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LD-11

JONES INTERSECTION

SMALL PLANTER/SEATWALL PLAN VIEW
SCALE: 1" = 2'-0"

A
LD-11

DETAILS

LARGE PLANTER/SEATWALL PLAN VIEW
SCALE: 1" = 2'-0"

C
LD-11



THREE TIMES WIDTH OF ROOTBALL (6' MIN.)

SECTION

TREE GUYING STAKE

TYPICAL TREE PLANTING/GUYING DETAIL
(FOR 12'-20' TREE HEIGHTS AT PLANTING)
SCALE: NOT TO SCALE

D
LD-12

6"

TYPICAL SHRUB PLANTING DETAIL
SCALE: NOT TO SCALE

B
LD-12

SPACING

AS NOTED

SPACING
AS NOTED

LANDSCAPE BED

6'
'

LAWN

SECTION PLAN

SHRUB PLANTING

EARTHEN SAUCER

GROUNDCOVER PLANTING

3"  MULCH LAYER (REF PROJECT SPECIAL
PROVISIONS)

BACKFILL WITH SOIL PER SPECIAL PROVISIONS

PLACE ROOTBALL ON SOLID SUBGRADE,
NOT LOOSED BACKFILL MATERIAL (TYP)

UNDISTURBED SUBGRADE

2'
'-6

''

6'
'

NOTES:

1) FOR ROOTBALL ELEVATION:
-IN HEAVY CLAY / POORLY DRAINED
SOIL CONDITIONS:  SET TOP
SURFACE ELEVATION OF ROOTBALL
1/4 - 1/3 OF ROOTBALL ABOVE FINAL
EXISTING GRADE.

3 TIMES WIDTH OF ROOTBALL (6' MIN.)

SECTION

PLAN

WHITE WARNING FLAG

DOUBLE STRAND 12 GAUGE WIRE COVERED W/2-PLY RUBBER
HOSE PAINTED FLOURESCENT ORANGE

TREE STRAP

ROOTBALL

EARTHEN SAUCER

3" MULCH LAYER (REF PROJECT SPECIAL
PROVISIONS

EXCAVATE PLANTING PIT TO 3 TIMES THE WIDTH OF
ROOTBALL (6' MIN.) FLARING SIDES OF PIT AS SHOWN.
SCARIFY SIDES OF PIT SO THAT THE SIDES ARE NOT
SMOOTH OR GLAZED.

BACKFILL WITH SOIL PER
SPECIAL PROVISIONS

REMOVE TOP 1/2 OF WIRE ROOT BALL BASKET
OR ROOTBALL STRAPS.  REMOVE ALL SYNTHETIC
STRAP MATERIAL FROM ENTIRE ROOTBALL

REMOVE TOP 3/4 OF BURLAP ROOT BALL COVERING.
REMOVE ALL SYNTHETIC COVERING FROM ENTIRE
ROOTBALL

UNDISTURBED
SUBGRADE

TYPICAL TREE PLANTING / STAKING DETAIL
(FOR 6'-12' TREE HEIGHTS AT PLANTING)
SCALE: NOT TO SCALE

C
LD-12

SHOVEL EDGE -  DIG EDGE WITH COMMON SPADE
OR STRAIGHT BLADE SHOVEL.
TO BE USED ALONG EDGES AT LAWN AREAS

EXCAVATE PIT TO TWO TIMES THE WIDTH OF
ROOTBALL.  SCARIFY SIDES OF PIT SO THAT
SIDES ARE NOT SMOOTH/GLAZED

CONTAINER GROWN PLANT MATERIAL:
REMOVE ENTIRE CONTAINER FROM AROUND
PLANT PRIOR TO PLANTING

6" MIN. DEPTH
TILLED/AMENDED SOIL

REF. SPECIAL PROVISIONS

LARGER B&B MATERIAL:
-REMOVE TOP 1/2 OF WIRE ROOT BALL

BASKET OR ROOTBALL STRAPSAND  ALL
SYNTHETIC STRAP MATERIAL.

- REMOVE TOP 3/4 OF BURLAP ROOT BALL
COVERING AND ALL SYNTHETIC COVERING.

EXCAVATE PIT TO TWO TIMES THE WIDTH OF
ROOTBALL.  SCARIFY SIDES OF PIT SO THAT

SIDES ARE NOT SMOOTH/GLAZED

ROOT BALL
  -IN HEAVY CLAY/POORLY DRAINED SOIL:

SET TOP SURFACE OF ROOTBALL
 1/4-1/3 OF ROOTBALL

ABOVE FINAL EXISTING GRADE.

8' STEEL TEE POST

PLACE ROOTBALL ON SOLID
SUBGRADE - NOT LOOSE

BACKFILL MATERIAL

WHITE WARNING FLAG

DOUBLE STRAND 12 GAUGE WIRE COVERED W/2-PLY RUBBER
HOSE PAINTED FLOURESCENT ORANGE

TREE STRAP

ROOTBALL

EARTHEN SAUCER

3" MULCH LAYER (REF PROJECT SPECIAL
PROVISIONS

EXCAVATE PLANTING PIT TO 3 TIMES THE WIDTH OF
ROOTBALL (6' MIN.) FLARING SIDES OF PIT AS SHOWN.
SCARIFY SIDES OF PIT SO THAT THE SIDES ARE NOT
SMOOTH OR GLAZED.

REMOVE TOP 1/2 OF WIRE ROOT BALL BASKET
OR ROOTBALL STRAPS.  REMOVE ALL SYNTHETIC
STRAP MATERIAL FROM ENTIRE ROOTBALL

REMOVE TOP 3/4 OF BURLAP ROOT BALL COVERING.
REMOVE ALL SYNTHETIC COVERING FROM ENTIRE
ROOTBALL

UNDISTURBED
SUBGRADE

PLACE ROOTBALL ON SOLID
SUBGRADE - NOT LOOSE

BACKFILL MATERIAL

BACKFILL WITH SOIL PER
SPECIAL PROVISIONS NOTES:

1) FOR ROOTBALL ELEVATION:
-IN HEAVY CLAY / POORLY
DRAINED SOIL CONDITIONS:  SET
TOP SURFACE ELEVATION OF
ROOTBALL 1/4 - 1/3 OF ROOTBALL
ABOVE FINAL EXISTING GRADE.

PLAN

EARTHEN SAUCER

EARTHEN SAUCER

DOUBLE STRAND 12 GAUGE WIRE
COVERED W/2-PLY RUBBER HOSE
PAINTED FLOURESCENT ORANGE

DOUBLE STRAND 12 GAUGE
WIRE COVERED W/2-PLY
RUBBER HOSE PAINTED
FLOURESCENT ORANGE

TREE GUYING STAKE

STEEL TEE POST

BIORETENTION SOIL MIXTURE

TYPICAL SHRUB PLANTING DETAIL
SCALE: NOT TO SCALE

A
LD-12

LD-12

PLANTING DETAILS
WHITE STREET

STREETSCAPE IMPROVEMENTS
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